SkLO

Brushed Brass [BB]
Brushed Nickel [BN]
Polished Nickel [PN]

Requires recessed electrical box for installation

Float 1.0
PENDANT
5" /127mm 5" /127mm
10" /250mm
16" /410mm
(@
Spheres of handblown Czech glass with molten, organically L7251 [---][--] 10"/250mm glass
shaped open mouths on the underside. Suspended on rigid L7252 [---][--] 16"/410mm glass
brass tube stems, the Float Pendants are blown without the use
of moulds, so that the spherical shades are intentionally Glass colors O Amber [AMB]
imperfect in their form. These details allow for the minimal O Clear [CLR]
design to show its handmade nature - no two exactly alike. : Smoke [SMK]
UL listed suitable for dry and damp locations (US & Canada) O ivrﬁﬁle(e[%ir%wn [SME]
Socket 120V E26 60W Max . N
LED bulb included Metal finishes 8 Dark Oxidized [DX]
@)
O

Standard canopy does NOT accommodate sloped ceilings or
swagging of this light — other canopy options are available at
additional cost - see Canopy Variants specification sheet

Specify overall drop length — Rigid brass tube stems are not
field adjustable

Minimum overall drop length: 22"/560mm
Lengths over 53"/1350mm available at additional cost

Fixture weights (approximate): 8lbs/3.5kg (LT251)
15lbs/7kg (LT252)

All glass dimensions are approximate —handblown glass
dimensions vary by nature and intent

Made in the Czech Republic
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